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Call your local distributor or email sales@alkota.com 
for a complete specification chart.

English to Metric Conversion

1 gallon/minute = 3.78 liters/minute

1 horsepower = .746 watts

100 PSI - 7.03 Kg/cm2

1 foot = .3048 meters

1 inch = 2.54 centimeters

1 pound = .45359 kilograms

*  Gallonage and pressure may vary +/- 5% due to manufacturing tolerance 
in components.  

**Batteries not included.
**** All models available ETL approved to UL1776 and CSA b140.11-M89  

specifications. Specifications subject to change without notice.

MODEL 3307F 4357 5307K 5357K 5407 5407K 5507**** 5507K

GPM 3.5 GPM 4 GPM 4.86 GPM 5.2 GPM 5 GPM 5 GPM 5 GPM 5.5 GPM

PSI 3000 PSI 3500 PSI 3000 PSI 3500 PSI 4000 PSI 4000 PSI 5000 PSI 5000 PSI

ENGINE

9.8 HP, 
Kohler,  

Electric Start,  
Belt Drive

13.5 HP Kubota 
Diesel Eng., 

Electric Start, 
Belt Drive

20.6 HP 
Kubota,  

Electric Start, 
Belt Drive

20.6 HP 
Kubota,  

Electric Start, 
Belt Drive

23.4 HP 
Kohler,  

Electric Start, 
Belt Drive

20.6 HP 
Kubota,  

Electric Start, 
Belt Drive

23.4 HP 
Kohler,  

Electric Start, 
Belt Drive

28.2 HP 
Kubota,  

Electric Start, 
Belt Drive

Burner 
BTU

230,000 390,000 530,000 530,000 530,000 530,000 530,000 530,000

Burner 
VOLTAGE

12 Volt 115 Volt 115 Volt 115 Volt 115 Volt 115 Volt 115 Volt 115 Volt

MODEL 8307**** 8307K 8307L 8507KK 10307 10307K 10307KK 10307KKA

GPM 8 GPM 8 GPM 8 GPM 7.7 GPM 9.5 GPM 10.3 GPM 10.3 GPM 10.3 GPM

PSI 3000 PSI 3000 PSI 3000 PSI 5000 PSI 3000 PSI 3000 PSI 3000 PSI 3000 PSI

ENGINE
26 HP Kubota, 
Electric Start, 

Belt Drive

28.2 HP 
Kubota,  

Electric Start, 
Belt Drive

23.4 HP 
Kohler,  

Electric Start, 
Belt Drive

44 HP 
Kubota,  

Electric Start, 
Belt Drive

23.4 HP 
Kohler,  

Electric Start, 
Belt Drive

28.2 HP 
Kubota,  

Electric Start, 
Belt Drive

28.2 HP 
Kubota,  

Electric Start, 
Belt Drive

28.2 HP 
Kubota,  

Electric Start, 
Belt Drive

Burner 
BTU

530,000 620,000 620,000 620,000 780,000 780,000 780,000 780,000

Burner 
VOLTAGE

115 Volt 115 Volt 115 Volt 115 Volt 115 Volt 115 Volt 115 Volt 12 Volt

Stainless steel Models

Features

• No electricity needed

• Automatic ignition

• Heavy steel construction

• Oil bath pumps with ceramic plungers

• High efficiency coils

• Stainless steel reservoir

• Easy access to controls

Model 4357


